
7 WAY MULTI DUCT
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GENERAL NOTES:

FOR MORE INFORMATION REFER TO BROADBAND ACCESS POLICY.

TIER 3 DETAIL SHALL BE USED IF THE CARRIER NEEDS TO STORE OR COIL FIBER.4.

B. THE COMMON VAULT IS FULL AND THE CARRIER OR LESSEE NEEDS TO STORE OR COIL FIBER.

A. THE CARRIER OR LESSEE HAS TO SPLICE THEIR FIBER.

TIER 2 DETAIL SHALL BE USED IF: 3.

(FOR MORE INFORMATION REFER TO BROADBAND ACCESS POLICY).

ADJACENT SPLICE VAULT. 

B. COMMON VAULT IS CROWDED AND KDOT REQUESTS THE CARRIER OR LESSEE TO RELOCATE KDOT FIBER AND SPLICE TO A NEW 

A. KDOT HAS A CURRENT DEVICE OR OTHER BREAKOUT FOR AN OFFICE, POP, ETC. AND IS NOT THE ONLY FIBER IN THE MULTI-DUCT.

TIER 1 DETAIL SHALL BE USED IF: 2.

ALL COMMON VAULTS SHALL ADHERE TO KDOT SPLICE VAULT SPECFICATIONS ITS-D081.

ACCESS SCENARIOS

BROADBAND OPEN ACCESS POLICY
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      DETAILED

DESIGN CK. DETAIL CK.            

      

APP'D.                          

QUANTITIES

QUAN.CK.

TRACED

TRACE CK.

            

            

6" CONDUIT

7 WAY MULTI DUCT

DEVICE

2025

7 WAY MULTI DUCT

OR BUTT SPLICE
EVERY 6-8 MILES 

COMMONK-DOT OR CARRIER SPLICE V

TIER 2

K
D
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T

6" CONDUIT


