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GENERAL NOTES:

1.

CHAIN LINK FENCE, FENCE POST FOUNDATIONS, GATE,
AND ASSOCIATED WORK SHALL BE QUANTIFIED UNDER
ITEM "FENCE (CHAIN LINK) (8'-0")".

ALL OTHER WORK ON THIS SHEET IS INCLUDED IN THE
LUMP SUM BID ITEM "INTELLIGENT TRANSPORTATION
SYSTEMS (PROJECT NAME) (SITE #)"

REFER TO PoP BUILDING SLAB ON GRADE DETAIL FOR
CONCRETE SLAB INFORMATION.

CONSTRUCTION NOTES (THIS SHEET ONLY):
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INSTALL NEW 3" BLACK IRON PIPE (OR PROPANE
COMPANY'S REQUIRED PIPE) FROM PROPANE TANK TO
GENERATOR, STUB RIGID BLACK IRON CONDUIT 4"
ABOVE FINISHED CONCRETE FROM PROPANE TANK TO
GENERATOR USING THE CONDUIT FROM THE PROPANE
TANK.

INSTALL NEW 3" HDPE UNDERGROUND CONDUIT FROM
GENERATOR TO CONDUIT OPENING IN PoP BUILDING
WALL. INSTALL NEW POWER CONDUCTORS FROM
GENERATOR THROUGH CONDUIT OPENING TO
GENERATOR BYPASS SWITCH LOCATED IN PoP
BUILDING.

INSTALL NEW 1" HDPE UNDERGROUND CONDUIT FROM
GENERATOR TO CONDUIT OPENING IN PoP BUILDING
WALL. INSTALL NEW GENERATOR CONTROL
CONDUCTORS FROM GENERATOR THROUGH CONDUIT
OPENING TO GENERATOR BYPASS SWITCH LOCATED IN
PoP BUILDING.

FURNISH AND INSTALL NEW OUTDOOR CAMERA (SEE
KDOT SPECIFICATIONS 12.2.1) WITH WALL-MOUNT ARM
AND CONDUIT BACK BOX. MOUNT TOP OF CAMERA 1
BELOW TOP OF BUILDING. INSTALL POWER OVER
ETHERNET INJECTOR AND CATEGORY 6 CABLE FROM
CAMERA TO KDOT NETWORK SWITCH. COORDINATE
WITH KDOT FOR PROGRAMMING AND CONFIGURATION.

INSTALL NEW CHAIN LINK FENCE, POSTS, FENCE GATE,
POSTS, AND POST FOUNDATIONS PER MODIFIED
STANDARD DETAIL RD670A.

GRADE AREA WITHIN FENCE TO BE LEVEL. COVER
GRADED AREA BETWEEN FENCE AND CONCRETE PAD
WITH PB-2 AGGREGATE PER KDOT SPECIFICATION
15-11009-R02. DEPTH OF AGGREGATE TO BE 1.5"

INSTALL NEW 2" HDPE CONDUIT AND POWER
CONDUCTORS,

INSTALL NEW TWO 3" RIGID METAL CONDUITS, THREE

PULL TAPES IN EACH CONDUIT, AND KDOT FIBER CABLE..

CONDUIT OPENING IN WALL, SEE PoP BUILDING LAYOUT
DETAIL FOR MORE INFORMATION.

INSTALL NEW COMMON SPLICE VAULT (0 CABLE SLACK)
INSTALL NEW KDOT ELECTRICAL VAULT.

INSTALL NEW KDOT BREAK-OUT SPLICE VAULT. SEE
TABLE 1 & DETAIL SHEET ITS-BAP

SCENARIO BREAK-OUT VAULT | TRUNKLINE PREVIOUS/NEXT VAULT

7-WAY LENGTH LESS THAN 1000FT [N/A SLACK 500FT

7-WAY LENGTH MORE THAN 1000FT [YES/ SLACK 500FT
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